
HEHEYYUUHEYUYYY
T E C H N O L O G YT E C H N O L O G YT E C H N O L O G Y

SMART AIR, BETTER LIFESMART AIR, BETTER LIFE

HEYU TECHNOLOGY

AC Fans
DC Fans
EC Fans
Centrifugal Fans
Fan Controllers
OEM / ODM Solutions

Industrial Fan CatalogIndustrial Fan Catalog

2026 Edition2026 Edition

Industrial Fan Catalog

2026 Edition

Industrial Cooling Solutions

heyusmart.com



HEHEYYUUHEYUYYY

SMART AIR, BETTER LIFESMART AIR, BETTER LIFE
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SMART AIR, BETTER LIFESMART AIR, BETTER LIFE
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz) Power (W)
Speed
(RPM)

Air flow
(CFM)

Pressure
(mm Aq)

Noise
(dB)

HYB11231HB 115 50/60 19/18 2500/2700 20/21 49/51

HYB21231HB 230 50/60 19/18 2500/2700 20/21 49/51

Performance Curve

120x120x31 mm

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Dimensions (mm)

Frame: Die-Cast Aluminum
Impeller: Plastic
Ambient Temperature Range: -20°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Shaded-Pole / Capacitor
Induction Motor
Termination: Lead Wire
Weight: 660 g

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

(4.72x4.72x1.22 in)

10/13

10/13

Typical Applications

PLASTIC IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz)
Power

(W)
Speed (RPM)

Air flow
(CFM)

Pressure (mm
Aq)

Noise
(dB)

HYB11239HB 115 50/60 20/18 2500/2700 28/30 10.92/12.95 48

HYB21239HB 230 50/60 20/18 2500/2700 28/30 10.92/12.95 48

Performance CurveDimensions (mm)

Frame: Die-Cast Aluminum
Impeller: Glass-Fiber-Reinforced Plastic
Ambient Temperature Range: -20°C ~ +75°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Single-Phase Shaded-Pole
Induction Motor
Termination: Lead Wire
Weight: 525 g

10.92/12.95

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

125x126x39 mm
(4.92x4.96x1.53 in)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz)
Power

(W)
Speed (RPM)

Air flow
(CFM)

Pressure (mm
Aq)

Noise
(dB)

HYB11870HB 115 50/60 65/80 2650/2800 90/100 40.64/45.72 69

HYB21870HB 230 50/60 65/80 2650/2800 90/100 40.64/45.72 69

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

183x190x70 mm

Frame: Die-Cast Aluminum
Impeller: Glass-Fiber-Reinforced Plastic,
UL94V-0
Ambient Temperature Range: -20°C ~ +75°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Capacitor Induction Motor
Termination: Lead Wire
Weight: 1,650 g

(7.2x7.48x2.75 in)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz)
Power

(W)
Speed (RPM)

Air flow
(CFM)

Pressure (mm
Aq)

Noise
(dB)

HYB12256HB 115 50/60 50/52 2700/2900 118/126 33/46 63/65

HYB23389HB 230 50/60 50/53 2700/2900 118/126 33/46 63/65

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

220x220x56 mm

Frame: Die-Cast Aluminum
Impeller: Plastic
Ambient Temperature Range: -20°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Shaded-Pole Induction Motor
or Capacitor Induction Motor
Termination: Lead Wire
Weight: 1,730 g

(8.66x8.66x2.2 in)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz)
Power

(W)
Speed (RPM)

Air flow
(CFM)

Pressure (mm
Aq)

Noise
(dB)

HYB13389HB 115 50/60 300/350 2200/2300 350/380 33.02/38.1 66

HYB23389HB 230 50/60 300/350 2200/2300 350/380 33.02/38.1 66

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

330x330x89 mm

Frame: Die-Cast Aluminum
Impeller: Glass-Fiber-Reinforced Plastic,
UL94V-0
Ambient Temperature Range: -20°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Single-Phase Capacitor
Induction Motor
Termination: Lead Wire or Terminals
Weight: 5,900 g

(13x13x3.5 in)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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AC  BLOWERS

Model A B Ｃ Ｄ Ｅ Ｆ Ｇ Ｈ Ｉ Ｊ Ｋ Ｌ Ｍ Ｎ

HYB11211B 120 100 110 90 86 78 6.5 ~ 4 560 208 102 166 77

HYB11312B 130 115 120 105 90 92 6.5 ~ 4 560 226 104 203 94

HYB11313B 130 115 120 105 90 92 6.5 ~ 4 560 226 104 203 94

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

Single Inlet Blower
110V / 2-Pole

Impeller: Steel
Ambient Temperature Range: -20°C ~ +70°C
Insulation Class: Class F
Bearing: Ball Bearing
Motor Structure: External Rotor Motor
Motor Protection: Thermal Protection
Termination: Lead Wire

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

METAL IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq.
(Hz)

Current
(A)

Power (W) Speed (RPM)
Air Flow
(m³/h)

Noise (dB)

HYB11211B 110 60 1 110 2010 335 64

HYB11312B 110 60 1.72 225 2060 525 63

HYB11313B 110 60 2.24 245 1980 565 72

HYB11313HB 110 60 2.76 300 2200 625 72

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Single Inlet Blower
110V / 2-Pole
Specifications — Continued
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AC  BLOWERS

Model A B Ｃ Ｄ Ｅ Ｆ Ｇ Ｈ Ｉ Ｊ Ｋ Ｌ Ｍ Ｎ

HYB21211B 120 100 110 90 86 78 6.5 ~ 4 560 208 102 166 77

HYB21312B 130 115 120 105 90 92 6.5 ~ 4 560 226 104 203 94

HYB21313B 130 115 120 105 90 92 6.5 ~ 4 560 226 104 203 94

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

Single Inlet Blower
220V / 2-Pole

Impeller: Steel
Ambient Temperature Range: -20°C ~ +70°C
Insulation Class: Class F
Bearing: Ball Bearing
Motor Structure: External Rotor Motor
Motor Protection: Thermal Protection
Termination: Lead Wire

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

METAL IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq.
(Hz)

Current
(A)

Power (W) Speed (RPM)
Air Flow
(m³/h)

Noise (dB)

HYB21211B 220 50/60 0.41/0.5 90/110 2010/2080 355/340 63/64

HYB21312B 220 50/60 0.71/0.86 190/225 2140/2060 535/525 64/63

HYB21313B 220 50/60 0.93/1.12 205/245 2075/1980 600/565 68/67

HYB21313HB 220 50/60 1.1/1.38 235/300 2190/2200 625/640 72/72

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Single Inlet Blower
220V / 2-Pole
Specifications — Continued
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AC  BLOWERS

Model A B Ｃ Ｄ Ｅ Ｇ Ｉ Ｋ Ｌ Ｍ P N O S Q R

HYB12510B 254 238 108 92 67 5.5 215 172 89 180 65.5 ~ ~ ~ ~ ~

HYB12714B 270 254 142 126 102 5.5 232 206 97 219 69 120 135 142 90 260

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

Double Inlet Blower
110V / 2-Pole

Impeller: Steel
Ambient Temperature Range: -20°C ~ +70°C
Insulation Class: Class F
Bearing: Ball Bearing
Motor Structure: External Rotor Motor
Motor Protection: Thermal Protection
Termination: Lead Wire

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

METAL IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq.
(Hz)

Current
(A)

Power (W) Speed (RPM)
Air Flow
(m³/h)

Noise (dB)

HYB12510B 110 60 1.52 165 1290 580 56

HYB12714B 110 60 2.3 250 1040 910 63

HYB12714HB 110 60 3.02 330 1610 1040 72

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Specifications — Continued

Double Inlet Blower
110V / 2-Pole
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AC  BLOWERS

Model A B Ｃ Ｄ Ｅ Ｇ Ｉ Ｋ Ｌ Ｍ P N O S Q R

HYB22510B 254 238 108 92 67 5.5 215 172 89 180 65.5 ~ ~ ~ ~ ~

HYB22714B 270 254 142 126 102 5.5 232 206 97 219 69 120 135 142 90 260

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

Double Inlet Blower
220V / 2-Pole

Impeller: Steel
Ambient Temperature Range: -20°C ~ +70°C
Insulation Class: Class F
Bearing: Ball Bearing
Motor Structure: External Rotor Motor
Motor Protection: Thermal Protection
Termination: Lead Wire

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

METAL IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz) Current (A) Power (W) Speed (RPM)
Air Flow
(m³/h)

Noise (dB)

HYB22510B 220 50/60 0.69/0.76 150/165 1440/1290 610/580 59/56

HYB22714B 220 50/60 1.03/1.15 225/250 1130/1040 990/910 61

HYB22714HB 220 50/60 1.3/1.5 285/330 1690/1610 1065/1045 63

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Specifications — Continued

Double Inlet Blower
220V / 2-Pole
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AC  BLOWERS

Model A B Ｃ Ｄ Ｅ Ｇ Ｉ Ｋ Ｌ Ｍ P N O S Q R

HYB22510B-4 254 238 108 92 67 5.5 215 172 89 180 65.5 ~ ~ ~ ~ ~

HYB22714B-4 270 254 142 126 102 5.5 232 206 97 219 69 120 135 142 90 260

HYB22714HB-4 270 254 142 126 102 5.5 232 206 97 219 69 ~ ~ ~ ~ ~

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

Double Inlet Blower
220V / 4-Pole

Impeller: Steel
Ambient Temperature Range: -20°C ~ +70°C
Insulation Class: Class F
Bearing: Ball Bearing
Motor Structure: External Rotor Motor
Motor Protection: Thermal Protection
Termination: Lead Wire

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

METAL IMPELLER
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AC  BLOWERS

Model
Voltage
(VAC)

Freq. (Hz) Current (A) Power (W) Speed (RPM)
Air Flow
(m³/h)

Noise (dB)

HYB22510B-4 220 50/60 0.3/0.37 65/80 1170/1200 535/550 55/56

HYB22714B-4 220 50/60 0.46/0.55 100/120 1000/950 835/790 55/58

HYB22714HB-4 220 50/60 0.67/1.51 145/190 1285/1380 1100/1210 58

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Specifications — Continued

Double Inlet Blower
220V / 4-Pole
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DC  BLOWERS

Model
Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB031504 3.3 2.5 – 3.6 0.035 14500 0.19 2.47 18.6

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

15x15x04 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 1.38 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB031804 3.3 2.8 – 3.6 0.035 9000 0.23 2.74 15.1

HYDB051804 3.3 4.5 – 5.5 0.05 12000 0.33 5.58 20.4

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

18x18x04 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 1.74 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB032004 3.3 2.5 – 3.6 0.037 10000 0.32 4.43 17.5

HYDB052004 5 4.5 – 5.5 0.057 13000 0.45 8.23 21.5

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

20x20x04 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 2.1 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB052006HB 5 4.5 – 5.5 0.02 5000 0.5 0.02 10

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

20x20x06 mm

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 2.9 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB032008 3.3 2.8 – 3.6 0.085 10000 0.63 3.48 21.8

HYDB052008 5 4.5 – 5.5 0.125 14000 0.89 7.36 31.1

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

20x20x08 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 2.9 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB032508 3.3 2.8 – 3.6 0.098 8000 0.48 3.29 18.2

HYDB052508 5 4.5 – 5.5 0.14 11000 0.65 6.27 20.8

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

20x25x08 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 3 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB032512 3.3 2.8 – 3.6 0.058 7000 1 3.85 18.6

HYDB052512 5 4.5 – 5.5 0.087 9500 1.35 7.49 27

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

25x25x12 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 5.39 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB033004 3.3 2.8 – 3.6 0.04 6000 0.57 3.71 17.2

HYDB053004 5 2.8 – 5.5 0.12 11000 1.04 14.45 32.7

Performance CurveDimensions (mm)

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

30x30x04 mm

Material: Plastic (UL94V-0)
Ambient Temperature Range: -10°C ~ +60°C
Storage Temperature Range: -20°C ~ +70°C
Bearing: Sleeve Bearing
Motor Structure: Single-Phase Brushless DC
Motor
Weight: 4.79 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB054020MB 5 4.5 – 5.5 0.2 4500 2.1 0.23 33

HYDB054020HB 5 4.5 – 5.5 0.25 5500 2.5 0.38 37

HYDB124020LB 12 7.0 – 13.2 0.08 3500 1.6 0.13 27

HYDB124020MB 12 7.0 – 13.2 0.1 4500 2.1 0.23 33

HYDB124020HB 12 7.0 – 13.2 0.15 5500 2.5 0.38 37

HYDB124020XB 12 7.0 – 13.2 0.18 6500 3 0.56 45

Performance CurveDimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

40x40x20 mm

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 26 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Current (A) Power (W) Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise (dB)

HYDB055015LBL 5 0.17 0.85 4500 3.9 0.47 37.5

HYDB055015MBL 5 0.35 1.75 5500 4.7 0.64 42

HYDB125015LBL 12 0.095 1.14 4500 3.9 0.47 37.5

HYDB125015MBL 12 0.16 1.92 5500 4.7 0.63 42

HYDB125015HBL 12 0.23 2.76 6500 5.5 0.82 45.5

HYDB125015XBL 12 0.29 3.48 7500 6.3 1.03 48.5

HYDB245015LBL 24 0.06 1.44 4500 3.9 0.47 37.5

HYDB245015MBL 24 0.085 2.04 5500 4.7 0.64 42

HYDB245015HBL 24 0.12 2.88 6500 5.5 0.82 45.5

HYDB245015XBL 24 0.18 4.32 7500 6.3 1.03 48.5

Performance Curve

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

50x50x15 mm

Housing: PBT Plastic (UL94 V-0)
Impeller: PBT Plastic (UL94 V-0)
Ambient Temperature Range: -10°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Brushless DC Motor
Termination: Lead Wire, 300 mm
Weight: 28 g

Dimensions (mm)

PLASTIC IMPELLER



HEHEYYUUHEYUYYY
DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB055020MB 5 4.5 – 5.5 0.18 5000 6.1 0.29 33

HYDB125020MB 12 7.0 – 13.2 0.08 5000 6.1 0.29 33

HYDB125020HB 12 7.0 – 13.2 0.21 7000 8 0.57 50

Performance CurveDimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

50x50x20 mm

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 38 g

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB055512LB 5 4.5 – 5.5 0.27 3900 3.5 0.33 27

HYDB055512MB 5 4.5 – 5.5 0.33 4000 4.2 0.41 30

HYDB055512HB 5 4.5 – 5.5 4 4900 5.1 0.56 33

HYDB125512LB 12 7.0 – 13.2 0.16 3500 3.5 0.33 27

HYDB125512MB 12 7.0 – 13.2 0.23 4000 4.2 0.41 30

HYDB125512HB 12 7.0 – 13.2 0.33 4900 5.1 0.56 33

Performance CurveDimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

55x62x12 mm

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 35 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB126015LB 12 7.0 – 13.2 0.07 3500 2.4 0.28 27

HYDB126015MB 12 7.0 – 13.3 0.09 4500 3.1 0.44 33

HYDB126015HB 12 7.0 – 13.4 0.11 5500 3.8 0.71 37

HYDB126015XB 12 7.0 – 13.4 0.13 6500 4.6 0.89 45

Performance CurveDimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

60x60x15 mm

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 40 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Current
(A)

Power (W) Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB126018LBL 12 0.14 1.68 4200 6.7 5.52 38

HYDB126018MBL 12 0.18 2.16 4800 7.7 7.09 43.5

HYDB126018HBL 12 0.28 3.36 5400 8.2 11.04 49

Performance CurveDimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

60x60x18 mm

Housing: PBT Plastic (UL94 V-0)
Impeller: PBT Plastic (UL94 V-0)
Ambient Temperature Range: -10°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Brushless DC Motor
Termination: Lead Wire
Weight: 41 g

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB126025IB 12 7.0 – 13.2 0.1 2500 5.6 0.21 24

HYDB126025LB 12 7.0 – 13.3 0.25 3500 7.2 0.4 27

HYDB126025MB 12 7.0 – 13.3 0.4 4500 10.5 0.75 41

HYDB126025HB 12 7.0 – 13.4 0.5 5500 12.8 1.13 47

Performance CurveDimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

60x60x25 mm

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 45 g

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Operating Voltage
Range (VDC)

Current
(A)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB127530JB 12 7.0 – 13.2 0.24 2600 10.9 0.31 32

HYDB127530LB 12 7.0 – 13.2 0.3 3000 12.7 0.36 41

HYDB127530MB 12 7.0 – 13.2 0.38 3600 17 0.48 48

HYDB127530HB 12 7.0 – 13.2 0.45 4000 21.4 0.62 51

HYDB247530JB 24 14.0 – 26.4 0.13 2600 10.9 0.31 32

HYDB247530LB 24 14.0 – 26.4 0.16 3000 12.7 0.36 41

HYDB247530MB 24 14.0 – 26.4 0.22 3600 17 0.48 48

HYDB247530HB 24 14.0 – 26.4 0.26 4000 21.4 0.62 51

Performance Curve

Dimensions (mm)

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

75x75x30 mm

Frame: PBT (UL94V-0)
Impeller: PBT (UL94V-0)
Ambient Temperature Range:
 • Dual Ball Bearing: -10°C ~ +70°C
 • FMB / Sleeve Bearing: -10°C ~ +50°C
Storage Temperature Range: -40°C ~ +80°C
Motor Structure: Single-Phase Brushless DC
Motor
Operating Environment: Non-Condensing
Weight: 100 g

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Current (A) Power (W) Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise (dB)

HYDB129733LBL 12 0.9 10.8 4500 37.8 1.37 54.8

HYDB129733MBL 12 1.2 14.4 4850 44.1 1.74 56.7

HYDB129733HBL 12 1.6 19.2 5250 55.8 2.2 58.4

HYDB129733XBL 12 2.7 32.4 5750 86.6 3.41 60.6

HYDB129733UBL 12 4.2 50.4 6850 139.6 5.5 64.8

HYDB249733LBL 24 0.5 12 4500 37.8 1.37 54.8

HYDB249733MBL 24 0.6 14.4 4850 40.7 1.74 56.7

HYDB249733HBL 24 0.8 19.2 5250 44.8 2.2 58.4

HYDB249733XBL 24 1.2 28.8 5750 48.2 3.41 60.6

HYDB249733UBL 24 2 48.8 6850 58.4 5.5 64.8

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

97x97x33 mm

Housing: PBT Plastic (UL94 V-0)
Impeller: PBT Plastic (UL94 V-0)
Ambient Temperature Range: -10°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Brushless DC Motor
Termination: Lead Wire 300 mm
Weight: 200 g

Performance Curve

Dimensions (mm)

PLASTIC IMPELLER
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DC  BLOWERS

Model Voltage
(VDC)

Current (A) Power (W) Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise (dB)

HYDB121025XBL 12 0.55 7.43 4200 21.4 1.45 54.8

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

100x98x25 mm

Housing: PBT Plastic (UL94 V-0)
Impeller: PBT Plastic (UL94 V-0)
Ambient Temperature Range: -10°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Brushless DC Motor
Termination: Lead Wire 300 mm
Weight: 120 g

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Performance CurveDimensions (mm)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model
Voltage
(VDC)

Operating
Voltage Range

(VDC)

Current
(A)

Power
(W)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB121125XBL 12 9.0 – 16.0 1 13.5 4500 26.4 2.11 57.1

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

110x112x25 mm

Housing: Plastic
Impeller: PBT Plastic (UL94 V-0)
Ambient Temperature Range: -10°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Sleeve or Ball Bearing
Motor Structure: Brushless DC Motor
Termination: Lead Wire 300± 10mm
Weight: 120 g

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Performance CurveDimensions (mm)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Model Voltage
(VDC)

Current (A) Power (W) Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise (dB)

HYDB121232LBL 12 0.15 1.8 1700 23 0.31 42.5

HYDB121232MBL 12 0.25 3 2100 29.5 0.54 49.5

HYDB121232HBL 12 0.7 8.4 2600 37.2 0.97 57

HYDB121232XBL 12 0.9 10.8 2900 41.4 1.14 59

HYDB121232UBL 12 1.5 18 3500 47.5 1.64 62

HYDB241232LBL 24 0.12 2.88 1700 23 0.31 42.5

HYDB241232MBL 24 0.18 4.32 2100 29.5 0.54 49.5

HYDB241232HBL 24 0.26 6.24 2600 37.2 0.97 57

HYDB241232XBL 24 0.45 10.8 2900 41.4 1.42 59

HYDB241232UBL 24 0.83 19.92 3500 47.5 1.64 62

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

120x120x32 mm

Performance Curve

Dimensions (mm)

Housing: PBT Plastic (UL94 V-0)
Impeller: PBT Plastic (UL94 V-0)
Ambient Temperature Range: -10°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Brushless DC Motor
Termination: Lead Wire 300 mm
Weight: 258.5 g

PLASTIC IMPELLER
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DC  BLOWERS

Model
Voltage
(VDC)

Current
(A)

Power (W)
Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise
(dB)

HYDB051232HBL 5 0.65 3.8 2300 30 0.45 43

HYDB121232HBL 12 0.6 7.2 2800 33 0.53 47

HYDB241232HBL 24 0.37 8.8 2800 33 0.53 47

HYDB481232HBL 48 0.15 7.2 2800 33 0.53 47

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

126x126x32 mm

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Performance Curve

Note: Medium and Low Speed
Models are also available

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

180X190X70 mm

Housing: Die-Cast Aluminum
Impeller: Glass-Fiber-Reinforced PBT (UL94 V-0)
Ambient Temperature Range: -20°C ~ +70°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Microprocessor-Controlled
Brushless DC Motor
Motor Protection: Auto Cut-Off / Auto Restart,
Locked-Rotor Protection, Polarity Protection
Termination: Lead Wire, 300 mm
Weight: 1,500 g

Dimensions (mm)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER



HEHEYYUUHEYUYYY
DC  BLOWERS

Model
Voltage
(VDC)

Current
(A)

Power
(W)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise (dB)

HYDB121870XBL 12 5.4 64.8 3100 93 2.1 68

HYDB241870XBL 24 2.65 63.6 3400 105 2.3 70

HYDB481870XBL 48 1.3 62.4 3400 105 2.3 70

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Specifications — Continued
180X190X70 mm

Performance Curve

Note: Medium and Low Speed
Models are also available
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DC  BLOWERS

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

330X330X89 mm

Housing: Die-Cast Aluminum
Impeller: Glass-Fiber-Reinforced PBT (UL94 V-0)
Ambient Temperature Range: -20°C ~ +65°C
Operating Voltage Range: Rated Voltage ±10%
Bearing: Ball Bearing
Motor Structure: Microprocessor-Controlled
Brushless DC Motor
Motor Protection: Auto Cut-Off / Auto Restart,
Locked-Rotor Protection, Polarity Protection
Termination: Terminal or Lead Wire
Weight: 5,650 g

Dimensions (mm)

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

PLASTIC IMPELLER
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DC  BLOWERS

Model
Voltage
(VDC)

Current
(A)

Power
(W)

Speed
(RPM)

Air flow
(CFM)

Pressure
(in-H₂O)

Noise (dB)

HYDDB123389HB 12 10/10.6 120/128 1600 285 2.2 58

HYDB243389HBL 24 4.8/5.3 115/128 1700 300 2.3 60

HYDB483389HBL 48 2.4/2.7 115/128 1700 300 2.3 60

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Specifications — Continued

Performance Curve

Note: Medium and Low Speed
Models are also available

330X330X89 mm



HEHEYYUUHEYUYYY

Model
Voltage
(VDC)

Operating
Voltage

Range (VAC)

Freq.
(Hz)

Power
(W)

Speed
(RPM)

Air flow
(CFM)

Air Flow
(m3/min)

Pressure
(in-H₂O)

Noise
(dB)

HYEB11372HB 110 80-130 50/60 80 2400 163 4.61 2.14 69

HYEB21372HB 220 180-265 50/60 80 2400 163 4.61 2.14 69

Reliable blower for focused airflow and
stable cooling performance.

High Performance Cooling Blower

133x133x72 mm

Housing: SPCC Cold-Rolled Steel
Impeller: SPCC Cold-Rolled Steel
Ambient Temperature Range: -10°C ~ +70°C
Bearing: Ball Bearing

Typical applications shown are for reference only. Product
selection should be based on actual operating requirements.

Performance Curve

Dimensions (mm)

EC  BLOWERS

Electronic Equipment
Power Supplies
Communication Equipment
Medical Devices
Compact Cooling Systems

Typical Applications

METAL IMPELLER
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